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PISTON PUMPS

"A" Series Variable Displacement Piston Pumps
Single Pump, Pressure Compensator with Unloading Type
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A
"A" Series Variable Displacement Piston Pumps – Single Pump, 
Pressure Compensator with Unloading Type

Shaft Speed 
Range 
r/min 

Max. Min.

Unloading Pressure
MPa (PSI)

Rated Intermittent

Operating Pressure
MPa (PSI)

Geometric 
Displacement

3 cm /rev 
(cu. in. /rev)

Minimum 
Adj. Flow

3 cm /rev 
(cu. in. /rev)

Model Numbers

600 

600 

600 

600 

600 

600 

600

1800 

1800 

1800 

1800 

1800 

1800 

1800

1.2 (170)

1.2 (170)

1.2 (170)

1.2 (170)

1.2 (170)

1.2 (170)

1.2 (170)

A16-*-R-03-*-K-*-32*
A22-*-R-03-*-K-*-32*
A37-*-R-03-*-K-*-32*

21 (3050)

16 (2320)

16 (2320)

16 (2320)

16 (2320)

16 (2320)

25 (3630)

25 (3630)

25 (3630)

25 (3630)

25 (3630)

25 (3630)

21 (3050)

21 (3050)

4 (.244)

6 (.366)

10 (.61)

12 (.73)

30 (1.83)

56 (3.42)

83 (5.06)145 (8.85)

91.0 (5.55)

70.0 (4.27)

56.2 (3.43)

36.9 (2.25)

22.2 (1.355)

15.8 (.964)

A70-*R03S*-60*

A56-*-R-03-*-K-*-32*

A90-*R03S*-60*
A145-*R03S*-60*

SOL 
"OFF"

SOL 
"ON"

Pressure

O
ut

pu
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w

M
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Graphic Symbol Performance Characteristics

Specifications

2.1.

1

1

2

2

Series 
Number

Mounting
Direction of 

Rotation
Control 

Type
Port 

Position
Shaft 

Extension
Design 

Std.
Design 
Number

*-32-K-S-03-R-FA16
Coil Type of 

Solenoid Valve

-A100

A16
3 (15.8 cm /rev)

A22
3 (22.2 cm /rev)

A37
3 (36.9 cm /rev)

A56
3 (56.2 cm /rev)

F:
Flange 
Mtg.

L:
Foot 
Mtg.

Viewed from 
Shaft End

R:
Clockwise
(Normal)

32 

32 

32 

32

K:
Keyed Shaft

None:
Axial Port

S:
Side Port

03:
Pressure
Compensator
with
Unloading Type

AC
A100,A120
A200,A240

DC
D12,D24
D48
R(AC DC Rectified)
R100,R200

Refer to

Mounting
Direction of 

Rotation
Control 

Type

03R-F

F:
Flange Mtg.

L:
Foot Mtg.

Viewed from 
Shaft End

R:
Clockwise
(Normal)

60 

60 

60

S:
Side Port

03:
Pressure
Compensator
with
Unloading Type

AC
A100,A120
A200,A240

DC
D12,D24
D48
R(AC DC Rectified)
R100,R200

Port 
Position

S
Coil Type of 

Solenoid Valve

A100
Design 

Std.
Design 
Number

*-60

Refer to

Series 
Number

A70

A70

A90
3 (91.0 cm /rev)

A145
3 (145 cm /rev)

Model Number Designation

Design Standards: None 
80 
950

Japanese Standard "JIS" 
European Design Standard 
N. American Design Standard

........... 
............... 

............

Available to  supply pump with anti-clockwise rotation. Consult 
Yuken for details.

 Consult Yuken when detailed material such as dimensions figures is required.

3 (70.0 cm /rev)




